MINIMUM 

 DAMAGE PREVENTION GUIDELINES-
EXCAVATION PROCEDURES FOR
UNDERGROUND FACILITIES

PART 1. OWNERS/SENIOR MAMAGERS

      Owners and senior managers of excavating construction firms need to take special precautions by following best practices and prepare defensive documentation that will help the machine operators and job-site foremen plan and execute an accident free excavation.
ALL EXCAVATIONS:
1.
The contractor communicates with the local One-Call Service Center AND utility owners who are not members of the one-call center. This communication must take place 48 hours to 72 hours, but not more than 10 days (or per state regulations) prior to the start of the excavation.

2.
The route of the excavation will be white lined (with white spray paint), flagged, staked, or a combination of these to mark the dig site before the locator arrives on the job.

3.
The contractor hand digs within 18 inches or 24 inches (depending on state regulations) horizontally on either side of the marked facility.

4.
The contractor requests new locates to again identify the underground facilities on all excavations incurring extended time requirements of 10 days or more and following inclement weather.

5.
Photographs or videos are taken after the utility has been marked before the excavation begins.

CRITICAL/HIGH PRIORITY EXCAVATIONS:
On numerous occasions contractors will be required to excavate on or near critical or high priority underground facilities. These utilities, if hit during the excavation, can result in death, severe injury, or extensive property damage causing major power outages to thousands of consumers. Examples would include high pressure gas, petroleum lines (catastrophic explosions), and water lines (flooding and ground collapse), power transmission facilities, and fiber optic communication cables (service disruption to 30,000 customers or more for 30 minutes or more). For these reasons, before any excavation begins, the contractor must aggressively discuss this risk with the owner to identify if critical or high priority facilities are located at the excavation site.

If so, in addition to the 5 best practices defined above, the following 3 best practices also apply:

6.
The contractor must request a pre-excavation meeting on site with the facility owner and prime contractor (if any).

7.
The contractor pot holes (hand digging, use of air knives or vacuum excavation techniques) to verify utility locates or mark-outs.

8.
The contractor maps the coordinates of the locates in relation to a stationary object(s), such as a tree, fence, building, etc.

DOCUMENTATION REGARDING COMPLIANCE WITH BEST PRACTICES

Documentation will take many forms, but it must include the following information, signed and dated by the construction owner or senior manager:

ALL EXCAVATIONS

	NAME OF CONTRACTOR:
	DATE AND TIME OF DAMAGE:

	
	

	DATE(s) ONE-CALL NOTIFIED
	TICKET #

	
	

	NAME OF NON-MEMBERS NOTIFIED
	4.
	

	1.
	
	5.
	

	2.
	
	6.
	

	3.
	
	CONTINUE ON REVERSE SIDE.

	FACILITY DAMAGED:
	
	SIZE:
	

	LOCATE ACCURATE:
	MEASUREMENT OFF BY:

	YES
	NO
	FEET
	
	INCHES
	

	ROUTE WHITE LINED:
	YES
	NO
	HAND DUG:
	18”
	24”

	DIRT ABOVE MARKED FACILITY
	NEW LOCATES REQUESTED:

	MECHANICALLY REMOVED:
	YES
	NO
	N/A

	YES
	NO
	

	PHOTOS/VIDEOS TAKEN:
	IF YES, SUBMIT COPIES

	YES
	NO
	


PART 2. MACHINE OPERATORS/FOREMEN

Objective:

· To support the company's objective of managing an accident free work place to mitigate injuries and work within operating budgets to insure that the job is completed profitably, and on time, by utilizing industry standards and best practices.

· To mitigate damages by following excavating and locating procedures. Those that effectively implement the guidelines described below, as part of their normal daily routine, will significantly reduce accident potential.

Preplanning of excavation project:

· Notify local One-Call Service Center: Federal O.S.H.A. rules and legislation in most states require contractors who plan to excavate to notify the local One Call Center and non-member facility owners 48 to 72 hours before the job begins. Additionally, there should be no excavating of any kind, mechanical or by hand, without first obtaining locates. If private lines exist, they too must be properly located. Property managers or owners of private facility systems can assist prior to  calling for locates.

· The excavator must have a through knowledge of the jurisdictional regulations in which the dig site is located and planned for accordingly. For example, in some metropolitan areas it is unlawful for contractors to touch water valves or other utility control devices.

· To enhance the quality of the job preplanning phase, the company must determine if the excavation involves critical or high priority facilities. The contractor should specifically ask the owner to identify these in their bid specifications, or at least discuss with the owner and document it. These accidents  would be any dig up that could result in severe injury, death, or extensive property damage causing major power outages to thousands of customers. Some examples: high pressure gas, petroleum (catastrophic explosion), water lines (flooding and ground collapse), power transmission facilities, and fiber optic communication cables producing an FCC reportable incident (service disruption to 30,000 or more customers for 30 minutes or more). 

Identify Facilities - Large Projects

· Be sure to maintain documentation of the locate request number and a sketch of the locates. This documentation should be available at the site of excavation.

· Make sure the request numbers are valid and that they are issued in your company’s name.

· The proposed dig area should be pre-marked with white paint prior to notifying the One Call Center for locates.

· Request a pre-construction meeting with facility owners and locators to review the excavation area. This is very important if the job involves a critical or high priority facility or the job is in a congested metropolitan area. The owner should be questioned concerning the need for Subsurface Utility Engineering.

· Make sure that all members and non-member facility owners of the one-call center have been contacted for locates.

· Photograph or videotape of dig area in relation to the locates in case of problems later on. An alternative would be to map the coordinates of the locates in relation to a stationary object(s) such as a tree, fence, building, etc.

Identify Facilities - Small Projects

· The proposed dig area should be pre-marked with white paint prior to notifying One Call for locates.

· Make sure that all utility owners (one-call members and  non-member owners) have been contacted for locates.

· Be sure to maintain documentation of the locate request number and a sketch of the locates if supplied by the facility owner. This documentation should be available at the site of excavation.

· Make sure request numbers are valid and that they are issued in your company’s name.

· If there is a critical or high priority facility line in dig area, make arrangements for the locator and the facility owner to be on the job site with you during the excavation. If the locator and/or facility owner refuses to be present, then document this response by appending it to the ticket request.

On the job site:

· Once on the job site, begin job preparation by reviewing list of multiple non-members of your One-Call Service Center that are in your dig area and make sure that locate marks for all facilities are present. Consult your color chart if necessary to ensure all facilities have been located. If any underground system is not marked, contact your supervisor and call the owner immediately and then document responses.

· Account for all feeds to houses or buildings before you excavate. You should be able to see them in the air or marked on the ground.

· Identify and/or have located all private facilities that have not already been located. This includes propane and private lines, sprinklers, etc. Look for sewer vents on the roof of the house, look for sprinkler heads and turn on the system if necessary. Look for physical evidence that facilities have not been located.

· Sketch the location and document the depth of all public and private facilities on your work order for future reference.

· If there is not a sketch of all other facilities, draw a sketch of locates with measurements to fixed objects for future reference.

· Expose all facilities that you will be crossing. All critical or high priority facilities  should be exposed by pot holing or use of locating equipment every 100 feet if parallel within 5 feet of dig area.

· If there are no locates, if marks are incomplete, or if exposing indicates locates are not accurate, DO NOT DIG. Contact the facility owner to complete the locates.

· Request new locates if the job extends beyond 10 days and following inclement weather.

· Once you have verified the location of all lines and you have completed the Job Check List, you can begin to excavate. Remember to complete the sketch of your dig site before you start excavating.

· Photograph or video tape the dig site in relation to the locates before the excavation begins so that valid documentation can be presented in case of problems later on.

Excavating:

· You should hand dig within 24 inches (or as your state requires) of any line, pedestal, closure, riser guard, pole (with riser), meter or other structure.

· If you must use mechanical equipment within 24 inches of a mark you should expose the line first.

· If you are paralleling a critical or high priority line, or working on one, you should pot hole every 100 feet, or as appropriate, to verify the location and depth of the line. If the locate is not accurate, the facility owner should be contacted immediately.

· If you are using a boring machine, you should try to bore away from all facilities. If you must cross a facility, expose the line to verify location and depth and change the bore route and/or depth to avoid the facility. Contact your supervisor to approve route changes.

· Do not place excavated dirt or street plates on top of locate marks. Every attempt should be made to keep marks visible and fresh at all times. When excavated spoil must be placed on locate marks, ensure that a detailed sketch of the marks has been made and pictures taken to support the sketch.

Backfilling:

· All lines exposed during excavation must be supported to prevent damage, stretching, kinking, etc.

· Before backfilling, extra caution must be taken to remove large rocks, sharp objects, and large chunks of hard packed clay or dirt. 

· No trash or pieces of abandoned lines should be backfilled into the trench.

What to do if a damage does occur:


Immediately contact the Police and Fire Department emergency services in case evacuation is required. In addition:

· All damages, including kinking or sheath damage must be reported immediately to a supervisor and to the facility owner or operator.

· Pictures will be taken and reports completed to help document the damage and assist in resolving any claim that may be filed.

· If a water line is damaged, you should attempt to stop the flow of water if allowed to do so within jurisdictional regulations at the site. 

· If a gas or power line is damaged, it may be necessary to leave the area immediately and notify other workers in the area and facility owners . REMEMBER, SAFETY FIRST!!!  FOLLOW COMPANY SAFETY STANDARDS AND PROCEDURES.
· Complete Damage Investigation Report (example attached) and submit to your supervisor.

Employee Accountability:

Be advised that failure to perform any of the following procedures may result in disciplinary action.

· Digging without obtaining locates.

· Smoking is not permitted in, or around, the excavation in case of gas leaks.

· Excavating, including hand digging, without locates for any or all facilities including private lines.

· Report any facility damage regardless of severity.

· Failure to check paperwork or equipment before leaving the shop.

· Failure to utilize the job check list provided.

Obtain and learn the laws and regulations that pertain to excavating in your state.

Everyone will incorporate these procedures into their daily routine. By utilizing these procedures, it will increase your productivity and efficiency, not to mention the obvious safety benefits.

PRE-EXCAVATION

CHECK LIST
DO NOT DIG WITHOUT LOCATE MARKS
Complete and sign this sheet prior to excavation taking place.

BEFORE YOU LEAVE THE SHOP OBTAIN LOCATE NUMBERS AND:

symbol 168 \f "Wingdings"
Check to see if locates has been completed (look at due date).

symbol 168 \f "Wingdings"
Make sure you have a field sketch or if one was left at job site.

If you do not have what you need as listed above, do not leave the shop. See your Supervisor

ON THE JOB SITE
Pre-Survey (checking for locates)

symbol 168 \f "Wingdings"
Check for field sketch.

symbol 168 \f "Wingdings"
Check for all facility marks on ground.

symbol 168 \f "Wingdings"

Verify all service feeds from buildings and homes and that they have been 
located and/or that they are aerial.

symbol 168 \f "Wingdings"

Draw a sketch of the marked facilities for future use.

 symbol 168 \f "Wingdings"

Check for any visible signs of pedestal, riser, new trench lines that may have been missed in your dig area.

symbol 168 \f "Wingdings"

Check to make sure that dig area is defined and is same on locate sketch when possible.

symbol 168 \f "Wingdings"

Check for any private facilities not located. If they are not located, locate them or contact someone to get them located.

symbol 168 \f "Wingdings"

If there are high priority facilities in your dig area, make sure facility 
owner/locator is on job site and/or has been contacted for advice

If lines are not located completely, consult locate card and contact responsible party.

Public and Private Utilities
symbol 168 \f "Wingdings"
Ask for assistance from homeowner and utilize locating equipment and use common sense.

symbol 168 \f "Wingdings"
Locate septic lines.

symbol 168 \f "Wingdings"
Locate water yard lines.

symbol 168 \f "Wingdings"
Locate private power lines to sheds, wells, invisible fences, etc.

symbol 168 \f "Wingdings"
Locate private gas or propane lines.

symbol 168 \f "Wingdings"
Locate sprinkler lines and heads and drip systems.

symbol 168 \f "Wingdings"
Draw a sketch of locations for all private facilities on job site.

symbol 168 \f "Wingdings"
Locate telecommunication cable (TV, Telephone, fiber optics, etc.)

EXCAVATING

symbol 168 \f "Wingdings"
If paralleling or working on a critical or high priority line, pot hole or use locating 
equipment to expose and verify location  and depth of 
facility every 100 
feet.

symbol 168 \f "Wingdings"
Hand dig within 24 inches (or as required in your state) of lines, peds, pole risers, meters or other structures.

symbol 168 \f "Wingdings"
Bore away from facilities.

symbol 168 \f "Wingdings"

Verify depth of any facilities boring across, change route or depth as 
required, notify supervisor.

symbol 168 \f "Wingdings"
Do not place excavated dirt on locate marks, flags, whiskers,etc.

symbol 168 \f "Wingdings"
Support all lines exposed during excavation to avoid kinks or other 
damage.

BACKFILLING
symbol 168 \f "Wingdings"
Shade all lines placed or exposed with good fill dirt.

symbol 168 \f "Wingdings"
Verify all fill dirt is free from rocks, cable trash, crew trash, and large dirt clods.

PLEASE DIG SAFELY
As an excavator, you are responsible for verifying that all facilities within the dig area have been located.

You are responsible for locating all private and public facilities. Have the homeowner assist you if needed.

	COMPLETED BY: ________________________________________
	Date:  __________________________





 of 

CONSTRUCTION FACILITY DAMAGE REPORT

	
	
	

	DATE OF REPORT _____________________________
	
	DATE AND TIME OF DAMAGE _________________________

	MACHINE 0PERATOR___________________________

DATE OF LOCATE_____________________________
	
	TICKET #  __________________________________________

	
	
	NAME OF LOCATE COMPANY _________________________

	FACILITY OWNER _____________________________
	
	FACILITY DAMAGED ____________
	SIZE  ______________

	LIVE OR ABANDONED  _________________________
	
	LOCATE ACCURATE 
	YES ____
	NO _____

	MEASUREMENT OFF BY
	FEET
	INCHES
	
	LOCATES ______
	PAINTED ____
	FLAGGED __________

	PICTURES TAKEN
	YES ____
	NO _____
	
	HOW MANY TAKEN __________________________________

	LOCATE SKETCH ATTACHED
	YES ____
	NO _____
	
	WAS LOCATE SKETCH ON JOB SITE
	YES ___
	NO _____

	WAS HAND DIG COMPLETED 24” EACH SIDE OF MARK __________________________________________________________

	WAS LINE FOUND AND EXPOSED BY HAND  _______
	
	DAMAGE BY HAND OR MACHINE  ______________________

	CAUSE CODE  _________________________________
	
	

	
	

	NAME OF MACHINE OPERATORS SUPERVISOR ___________________________________
	

	
	

	WHAT HAPPENED TO CAUSE THIS DAMAGE   __________________________________________________________________

	__________________________________________________________________________________________________________

	__________________________________________________________________________________________________________

	WHY DID THIS HAPPEN _____________________________________________________________________________________

	__________________________________________________________________________________________________________

	__________________________________________________________________________________________________________

	__________________________________________________________________________________________________________

	WHAT IS BEING DONE TO INSURE THIS WILL NOT HAPPEN AGAIN ________________________________________________

	__________________________________________________________________________________________________________

	__________________________________________________________________________________________________________


	COMMENTS ON DAMAGES   _________________________________________________________________________________

	__________________________________________________________________________________________________________

	__________________________________________________________________________________________________________

	__________________________________________________________________________________________________________

	MACHINE OPERATORS SIGNATURE _________________________________________
	DATE   _____________________

	SUPERVISOR SIGNATURE _________________________________________________
	DATE   _____________________

	MANAGER SIGNATURE ____________________________________________________
	DATE   _____________________

	OK TO PAY ______________________________
	DATE  ____/____/____
	DEPT. CODE  ____________________

	CLAIM NUMBER:  _______________
	AMOUNT PAID: ___________
	DATE CLOSED: __________________

	CHECK NUMBER:  ______________
	P.O. NUMBER:  ___________
	

	CAUSE CODES LOCATE ERROR
	CAUSE CODES DIG ERROR

	LO1
Facility not marked
	D02
Out of dig area

	LO2
Abandoned facility
	D03
No locate requested

	LO3
Mark off, but facility was not damaged
	D04
Expired locate

	LO4
Locate marks off
	D05
Digging prior to locate

	LO5
Other (Explain)
	D06
Hit on locate - within 24” of mark

	
	D07
Marks destroyed - drawing incorrect

	
	D08 
Unable to investigate/not notified

	
	D09
Found all cables marked


	
	D10
Other (Explain)
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